JCW-TOI1

Precise Wire and Wire Harness Spot Taping Machine

Features

- Touchscreen, English interface

- Simple and exact input parameters

+ Tape width range 10 - 40 mm, can be customizable to 60 mm
- Tape feeding speed 1- 600 mm /s

- Various tapes without barrier paper, including PET, PVC, etc

Technical Data
Function Bundling, insulating, and marking
Tape width 10 - 40 mm [ 60 mm is customizable ]
Taping length 50-99 mm
Tape roll diameter 36-100 mm

Wire harness diameter max25 mm

Production rate 1500-2600 pcs/ h
Air supply 0.4 - 0.6 MPa ( clean and dry air)
Power supply AC 110V -220V, 50 / 60 Hz
Dimensions L 350 X W 500 x H 530 mm
Weight 50 KG
JCW-TO02
Economical Wire Harness Tape Wrapping Machine

Features

Low budget manual tape wrapping machine
Touchscreen, English interface
Simple and exact input parameters

Technical Data

Tape width 20 mm, Customizable

Tape roll diameter
Inner diameter: 32 - 38 mm, Customizable
Outer diameter: max 110 mm

Wire harness diameter 1-30mm mER  \
Power supply AC 110V -220V, 50 / 60 Hz

Dimensions L 400 x W 350 x H 260 mm

Weight 19 KG

108



